
Data sheet 6AG1221-3AD30-5XB0
SIPLUS S7-1200 SB1221 4DI -40...+60°C, Start-up -25 °C with
conformal coating based on 6ES7221-3AD30-0XB0 . Digital inputs 4
DI 5 V DC 200 kHz

General information
Product type designation SB 1221, DI 4x5 V DC 200 kHz

Power loss
Power loss, typ. 1 W

Digital inputs
Number of digital inputs 4
Input voltage

● Type of input voltage DC

Ambient conditions
Ambient temperature during operation

● min. -40 °C; = Tmin; Startup @ -25 °C

● max. 60 °C; = Tmax; Tmax > 55 °C number of simultaneously activated
inputs 2 (no adjacent points) for horizontal mounting position

Altitude during operation relating to sea level

● Installation altitude above sea level, max. 5 000 m
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● Ambient air temperature-barometric pressure-
altitude

Tmin ... Tmax at 1 140 hPa ... 795 hPa (-1 000 m ... +2 000 m) //
Tmin ... (Tmax - 10 K) at 795 hPa ... 658 hPa (+2 000 m ... +3 500
m) // Tmin ... (Tmax -20 K) at 658 hPa ... 540 hPa (+3 500 m ... +5
000 m)

Relative humidity

● With condensation, tested in accordance with
IEC 60068-2-38, max.

100 %; RH incl. condensation / frost (no commissioning in
bedewed state), horizontal installation

Resistance

Coolants and lubricants

— Resistant to commercially available
coolants and lubricants

Yes

Use in stationary industrial systems

— to biologically active substances according
to EN 60721-3-3

Yes; Class 3B2 mold, fungus and dry rot spores (with the
exception of fauna); Class 3B3 on request

— to chemically active substances according
to EN 60721-3-3

Yes; Class 3C4 (RH < 75 %) incl. salt spray acc. to EN 60068-2-
52 (severity degree 3); *

— to mechanically active substances
according to EN 60721-3-3

Yes; Class 3S4 incl. sand, dust, *

Use on ships/at sea

— to biologically active substances according
to EN 60721-3-6

Yes; Class 6B2 mold and fungal spores (excluding fauna); Class
6B3 on request

— to chemically active substances according
to EN 60721-3-6

Yes; Class 6C3 (RH < 75 %) incl. salt spray acc. to EN 60068-2-
52 (severity degree 3); *

— to mechanically active substances
according to EN 60721-3-6

Yes; Class 6S3 incl. sand, dust; *

from supply voltage 1L+

— Note regarding classification of
environmental conditions acc. to EN 60721

* The supplied plug covers must remain in place over the unused
interfaces during operation!

Dimensions
Width 38 mm
Height 62 mm
Depth 21 mm
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